Technical Specifications

Lengthxwidthxheight (mm) 9015x2500%3380 (with A/C) 9915x2500%3380 (with A/C)
Wheelbase (mm) 4300 5100

Front overhang/Rear overhang (mm) 1905/2810 1905/2910

Minimum ground clearance (mm) 150 150

Seating arrangement 35+1+1 39+1+1
Fuel tank capacity (L) 200 280
CENGNE
Brand CUMMINS
Model I1SB6.7 EBD 320C
Emission standard Euro VI
Rated power (kW/rpm) 239/2300
Rated torgue (N-m/rpm) 1200/1100
Displacement (L) 6.7

Transmission ZF MANUAL/ZF AUTO

Front Rigid axle/ independent suspension

Rear High perfermance rear axle

Suspension system Air suspension, € air bags

Front & Rear disc brake
Tyre MICHELIN 275/70R22.5
WABCO AEBS

Brake mechanism

Brake system

Front door Aluminum remote control
Middle door

Side windows

Aluminum single/double doors

Sealed toughened glasses

Driver Adjustable damping suspension driver seat

Passenger FAINSA KO1 passenger seat

Equipment DvD

Monitoring system Color reverse monitor, reverse radar

Type Top mounted, dependent A/C

Type SPHEROS heater, wet convector on sides
Type Electric powered rear view mirror with defrost funciton, with E-mark

VDO CAN BUS system (Digital tachographer with print & display), ECAS system, suburban lugage rack
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